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Asbestos Re-inspection Survey Report July 3, 2013
Warehouse 1

GSA Building Number WA0824KF

2701 C Street Southwest

Auburn, Washington

RE-INSPECTION PROJECT SCOPE

At the request of General Services Administration (GSA), Med-Tox Northwest (MTNW),
representing U.S. Public Health Service Federal Occupational Health (FOH), performed a
condition re-inspection of GSA’s Warehouse 1 (building number WA0824KF) located at
2701 C Street Southwest in Auburn, Washington. A visual inspection was conducted and
provided a current physical assessment of previously identified asbestos-containing
building materials (ACBM) and materials that were assumed asbestos-containing as
identified in the March 28, 2007 EHS International, Inc. (EHSI) re-inspection report.
Physical assessment data from the 2007 EHSI report was also reviewed. Material
location drawings can be found in Appendix A. Copies of the current physical assessment
data sheets (Asbestos Re-inspection forms) can be found in Appendix B. This re-
inspection of GSA’s Warehouse 1 was performed on September 10, 2012 by FOH
representative Jon Havelock of MTNW, a certified Asbestos Hazard Emergency
Response Act (AHERA) building inspector. Mr. Havelock’s AHERA building inspector
certification is included in Appendix C.

BUILDING DESCRIPTION

GSA’s Warehouse 1 is primarily a warehouse building with shop and office areas. Interior
finishes include exposed wood framing, plaster, gypsum wallboard and acoustical ceiling
tile, carpet and vinyl floor tile. The structure is wood-framed with a flat built-up roof.
Heating is provided by a hydronic system.

ASBESTOS CONTAINING MATERIALS PREVIOUSLY IDENTIFIED

As part of the scope of this re-inspection, the 2007 EHSI re-inspection report for GSA’s
Warehouse 1 was reviewed. This GSA facility does contain known friable and non-friable
ACM. The following table provides a summary of asbestos materials identified from the
2007 EHSI re-inspection report (note; these materials are from both the report executive
summary table and the re-inspection physical assessment table in Appendix A which did
not have the same materials):

Material Location Quantity Abatement
estimate
Cement asbestos Exterior and sprinkler | 3,800 square feet | $1.65 square foot
board control housings
Pipe fittings Throughout (except | 260 each $ 25.00 each
boiler room)
Pipe insulation Throughout (except | 2,417 linear feet | $ 20.00 a linear
boiler room) foot
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Material Location Quantity Abatement
estimate
9-x 9-inch vinyl Office areas, hallway, | 5,384 square feet | $2.00 square foot

asbestos tile (VAT)
and ACM mastic on
concrete (some under
carpet)

and entry to
restrooms

Floor expansion seam
caulking

Warehouse bays 1-4

1,480 linear feet

$6.00 linear foot

Composite asphalt

Unknown, not

Unknown

N/A

roof sheet identified on drawing
or assessment sheet
Exterior wall Exterior walls 1,400 linear feet $6.00 linear foot

expansion joints

Note: Unit pricing could be much higher or lower based on the quantity of material that an abatement

contractor is bidding on.

Suspect ACBM may not have been previously sampled; therefore, was identified as
assumed ACBM. The following table identifies assumed suspect ACBM from the 2007
EHSI re-inspection report:

Material Location Quantity Abatement
estimate

Glued-on ceiling tile Office areas None, tile not N/A
and mastic glued
Gaskets Throughout 8 each $20.00 each
TSl inaccessible in Boiler room walls Unknown N/A
Boiler room walls
Fire door cores Throughout 12 each $150.00 each

White patching on
ceiling joists

Warehouse bays 1-4

200 square feet

$25.00 square
foot

Felt vapor barrier
under CAB in exterior
soffit

Exterior and sprinkler
control housings

3,800 square feet

$0.50 square foot

Note: Unit pricing could be much higher or lower based on the quantity of material that an abatement

contractor is bidding on.
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Suspect materials that were previously sampled and found to be non-asbestos containing

July 3, 2013

as identified in the 2007 EHSI re-inspection report are identified in the following table:

Material

Location

12-x 12-inch white with black specs vinyl
floor tile and mastic

Office area break room

Gypsum wallboard system

Office areas

Window putty

Boiler room

Wall texturing

Throughout office areas

Plaster

Ceilings and wall throughout office areas

2-x 4-foot suspended acoustic ceiling tile

Throughout office areas

Joint compound

Throughout office areas

Boiler interior woven insulation

Boiler

Cove base and mastic

Throughout

For a complete listing of the current re-inspection assessment forms, see Appendix B.

RE-INSPECTION OBSERVATIONS

All previously identified asbestos containing materials appear to be in good to fair
condition at the time of the re-inspection.

CONCLUSIONS AND RECOMMENDATIONS

The material condition should be monitored by all employees in the facility, and if any
damage is identified, notification must be made to the appropriate individuals.

Based on our conclusions, FOH is making the following recommendations: Continue to
monitor material condition-any damage must be repaired or cleaned by asbestos certified
workers. At a minimum, asbestos awareness training should be provided to all
maintenance workers as required by Federal and State regulations.

If any remodeling or demolition is to be performed, FOH recommends that a destructive
inspection be performed. Destructive sampling would identify any concealed materials
that may be disturbed by the project and potentially exclude materials that are presently
known or assumed asbestos. Federal and State regulations require that any suspect

4
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material be treated as asbestos-containing until laboratory analysis demonstrates that it is
non-asbestos. This sampling must be conducted by an accredited EPA/AHERA building
inspector. The analysis must be performed by an accredited laboratory.

A copy of FOH representative Marc Rickert’'s AHERA building inspector certification is
included in Appendix C.

LIMITATIONS

Reasonable effort was made by FOH to locate and reassess the condition of all materials
identified in the EHSI re-inspection. During the current re-inspection, not all rooms or
areas were accessible due to tenant restrictions. As part of this re-inspection, GSA
should note that only materials defined as being suspect materials in the EHSI re-
inspection were to be assessed during this re-inspection, and did not require the
addressing of concealed materials within the building. The scope of work did not include
verification of the original survey documents. While the assessment of these materials is
not required, sampling of these materials is required by local and/or State of Washington
regulations prior to renovations or demolition of a building. Destructive investigation and
sampling is required prior to any renovation or demolition of the building. Failure to follow
these recommendations may result in visible emissions of unknown asbestos materials
resulting in regulatory citations and monetary fines; FOH cannot be held liable or
responsible for failure to follow these recommendations.

This report has been prepared for the exclusive use of FOH and GSA; FOH cannot be
held responsible for interpretation by others of the data contained in this report; any use of
this report shall include the entire document. This re-inspection is not intended for use as
abatement plans, specifications or abatement project design.
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If you have any questions regarding this report or require further clarification, please do
not hesitate to contact me at (253) 351-0677.

Inspected By:

Jon A. Havelock, CSP, CHMM
AHERA Asbestos Building Inspector Certification #:113447

Expires: 9/12/2013

Reviewed By:

Ingrid Holznagel

Project Manager

Attachments:
Appendix A — Drawings
Appendix B — Asbestos Re-inspection Forms

Appendix C — AHERA Building Inspector Certification
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APPENDIX A

DRAWINGS



BUILDING NOTES

1. DRAWING 15 SCHEMATIC AND MATERIAL LOCATIONS FOR ASBESTOS ARE
AFPPROXIMATE.

2.REFER TO REPORT FOR MORE INFORMATION ABOUT SAMPLED OR ASSUMED
ASBESTOS MATERIALS.

3. CONCEALED AND ACCESSIBLE PIFING INSULATION ON DOMESTIC AND
HYDRONIC PIPING IS ASBESTOS CONTAINING.

4. JOINT COMPOUND IN THIS BUILDING TESTED <1% (LESS THAN 1%) ASBESTOS.

WISHA REGIONAL DIRECTIVE 23.30 DATED 12/28/2000 REQUIRES DEMOLITION
PERSONNEL TO BE TRAINED AND PROTECTED IN ACCORDANCE WITH WAC
296—~62-077.

3.IN ADDITION TO THE ASBESTOS CONTAINING MATERIALS SHOWN ON THIS
DRAWING, THE FOLLOWING ITEMS HAVE BEEN CONFIRMED OR ARE ASSUMED
TO CONTAIN ASBESTOS:

A. EXPANSION JOINTS ON EXTERIOR WALLS

B. GASKETS

C. FLOOR EXPANSION SEAM CAULKING

D. FATCHING ON WOOD JOIST BEAM AT CEILING LEVEL

SHEET NOTES

0,

IO

ASBESTOS CONTAINING CORE FIRE DOORS. INTERNAL FIRE DOORS
SEPARATE BAYS AND ARE APPROXIMATELY 10— X 20—-FOQT EACH.

CEMENT ASBESTOS BOARD WALL PANEL LINING.
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3.IN ADDITION TO THE ASBESTOS CONTAINING MATERIALS SHOWN ON THIS
DRAWING, THE FOLLOWING ITEMS HAVE BEEN CONFIRMED OR ARE ASSUMED
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APPENDIX B

ASBESTOS RE-INSPECTION
FORMS



AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

A

L Building Name: GSA Warehouse 1 1 Building Number: | WAO0824KF
Service Center: Northwest/Arctic Region _
Property Manager: Rick Gordon | Telephone: | 253-931-7720
Address: 2701 — C Street Southwest, Auburn, Washington
HSA #: 198
Functional Area / Location: | Floor 1: Break room, Entry to Women and Men restrooms - See HM drawings

&‘;’::.—?;fsbesms O Surfacing [] TSI B Misc. [ Friable B Non Friable [ Not Accessible
fal s )
32’;52;‘170',”,'?“*"3 Glued-on ceiling tile with mastic

NA | Quantity: | 410 EET=E==]

M Assumed ACM [] Laboratory Analysis | ACM %:

Date: |9 / o [ > | Change from Prior Inspection: | MYes & No I Sample Taken: [1 Yes ﬁNo
Amount of ;\sbestos Material: A )(- AL E] SF [JLF ] EA [ Friable [ Non Friable

Asbestos Material Description: | 4 4« I.Mr({ q[m__ Mé iﬂ ”ﬁ ;(ﬁ QQ{” f 5‘,54 A “!

M/_A}”GAM

< j

{'\- ~| CONDITION AT THE TIME OF INSPECTION
Type of Damage: [ Deterioration [] Water MPhysical Location of Damage: ] Localized []Distributed
Extent of Damage: 0% [J1-10% Mm -20% [ > 25% Overall Rating: [] Good [] Fair [] Poor

Damage Description: | R g g spllng $yshan (. thuie (56m Hws

POTENTIAL FOR DISTURBANCE

High  Medium Low
Contact Frequency: O O N
Vibration Influence: | [ O 4// %
Air Erosion Potential: O | O
Overall Rating: ] | O

Comments:

XN
&\
Tl
h

Inspector Signature: Date

__ AHERA Inspector Certificatjon/#:

Q)




AHERA ASBESTOS RE-INSPECTION

o~ Physical Assessment Data

*..{ Building Name: GSA Warehouse 1 | Building Number: | WA0824KF
Service Center: Northwest/Arctic Region
Property Manager: Rick Gordon l Telephone: | 253-931-7720
Address: 2701 — C Street Southwest, Auburn, Washington
HSA #: 216A P
e \l’:vlg;r ;nznga;?ﬁwwerior walls of sprinkler control valve housings on

:ﬁ:&fswsws O Surfacing [ TSI M Misc. [] Friable & Non Friable ] Not Accessible
Asbestos Material
Description: Cement asbestos board

[ Assumed ACM [ Laboratory Analysis | ACM %: | | Quantity:  [3,800 |HIsF OLF OEA

Date: | O| ( o ( ) o I Change from Prior Inspection: ‘ [ Yes [ No ! Sample Taken: [ Yes QNO
Amount of Asbestos Material: A0 el | OsFOLW O EA [ Friable MNOH Friable
ey Asbestos Material Description: nﬁc\")\ ﬂe‘i’ Vﬁ[’}\‘?.ﬁc—\,ﬂ e MM&O; CM@(LA ;M D pe 4 f){‘ Ll’_ku&-&—
{0 (oot pd s ‘W"
CONDITION AT THE TIME OF INSPECTION
Type of Damage: [] Deterioration [] Water m Physical Location of Damage: RLocalized {Distributed
Extent of Damage: 0% mj -10% [110-20% []>25% Overall Rating: ] Good 'ﬂ'Fair 1 Poor

Damage Description: | 1 jwon. \rade sk r%{!?’%j 55 P h@ﬁ@C{ PPl

POTENTIA}: FOR DISTURBANCE
High Medium Low

Contact Frequency: O [1 ‘ﬁ,
Vibration Influence: O O 'E\
Air Erosion Potential: a ﬁ\ O

Overalt Rating: O | \ﬁ\

Comments: _ (\pwnge work Wely Bowm kiah weds oo ok %&/’fﬂ

Inspector Signature: )(L\,\ A )/4 Quﬂ Aﬂ@ / s Date 9 /{ O { -

BAHERA Inspector Certification) #: “ )\ LUA’] (_,%‘D "I/l 3 h =y




AHERA ASBESTOS RE-INSPECTION

Physical Assessment Data

| { Building Name: GSA Warehouse 1 | Building Number: | WA0824KF
Service Center: Northwest/Arctic Region
Property Manager: Rick Gordon | Telephone: ’ 253-931-7720
; Address: 2701 — C Street Southwest, Auburn, Washington
| HSA #: PR o
Functional Area / Location: | Floor ‘IMExterior sofﬁt)
R e SN

;nya‘::rgl;ASbesms [ Surfacing [1 TSI M Misc. ™ Friable [ Non Friable [J Not Accessible
siaisadi Loaglg Felt vapor barrier paper associated with cement asbestos board
B Assumed ACM [] Laboratory Analysis |ACM%: | NA | Quantity: [3,800 | [EIsF [JLF [JEA

Date: l q { 1O l i | Change from Prior Inspection: ] [ Yes ﬁ\No ’ Sample Taken: [ Yes E;No
2 T 7 B ‘/ e & .
Amount of Asbestos Material: A AV { OsF OLW O EA [ Friable [] Non Friable

Asbestos Material Description: Rﬁ‘é{)'m—{y'% prEain )ﬁﬁ_‘/ : md)&( H l?ﬁA 1. A

A}

j
-] CONDITION AT THE TIME OF INSPECTION
Type of Damage: [ Deterioration [] Water [] Physical Location of Damage: [J Localized []Distributed

Extent of Damage: M\O% [11-10% [ 10-20% [J>25% Overall Rating: 'ﬂGood O Fair [] Poor

Damage Description: |

POTENTIAL FOR DISTURBANCE

High Medium Low
Contact Frequency: O 0 [iL
Vibration Influence: O O &
Air Erosion Potential: O O ‘?[
Overall Rating: O O @_

Comments:

A Date C? /{ 0 { I

Inspector Signature: ”
_.. AHERA Inspector Certificatioh #: : i - j
. 2847 exp 9lmnlin




AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

. Building Name: GSA Warehouse 1 ‘ Building Number: | WAOQ824KF
Service Center: Northwest/Arctic Region
Property Manager: Rick Gordon [ Telephone: I 253-931-7720
Address: 2701 - C Street Southwest, Auburn, Washington
HSA #: 255
Functional Area / Location: | Floor 1: Throughout, All Exterior Walls

I,.";ﬁ,?;f.."s"“‘” [ Surfacing [] TSI B Misc. ] Friable B Non Friable [ Not Accessible
A i 2 ST
D::Sfit&iso',\f?te"a' Exterior ACM expansion joints
[JAssumed ACM [ Laboratory Analysis | ACM %: | Quantity: i 1,400 L [OsF FiF OEA

Date: ‘ Change from Prior Inspection: 1 [ Yes mNo i Sample Taken: [ Yes ’fﬁ\ﬂo
Amount of Asbestos Material: /‘/D v, é 1 OsFOLW [ EA [ Friable w’ Non Friable

Asbestos Material Description: | v/, 4 olg Aawillue ad Gl EYDAws laa. e ruk=
1~ A .

”
"~ CONDITION AT THE TIME OF INSPECTION

Type of Damage: [] Deterioration [} Water [] Physical Location of Damage: [ Localized [Distributed
Extent of Damage: W 0% [11-10% [ 10-20% [1>25% Overall Rating: ¥ Good [ Fair [ Poor
Damage Description: ‘ N l 1/‘\{

POTENTIAL FOR DISTURBANCE
High Medium Low

O

Contact Frequency: O

Vibration Influence: O O
Air Erosion Potential: O \gl_
Overall Rating: = O

Comments:

o _afipli>

Inspector Signature:

/"T\) AHERA Inspector Certificatipn #: i A~ H j Vi 'P & / 13 ! i<
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AHERA ASBESTOS RE-INSPECTION

Physical Assessment Data

" { Building Name: GSA Warehouse 1 | Building Number: | WA0824KF
Service Center: Northwest/Arctic Region
Property Manager: Rick Gordon | Telephone: ' 253-831-7720
Address: 2701 — C Street Southwest, Auburn, Washington
HSA #: 258
Functional Area / Location: | Floor 1: Warehouse Bay 1-4 - See HM drawings

Type of Asbestos

Material: O Surfacing [] TSI B Misc. [ Friable &4 Non Friable 7] Not Accessible
Asbestos Material +
Description: Core Fire doors
MAssumed ACM [] Laboratory Analysis | ACM %: N/A ’ Quantity: | 12 (10" x 20 | [OsF CILF FEA

%

Date: p} 10\ 9 ] Change from Prior Inspection: 1 [ Yes @!_No l Sample Taken: [ Yes QNO

Amount of Asbestos Material: 5 ilM Y | [SF EJLF l:| EA ( MFnable [ Non Friable ’

Ashestos Material Description: | pdtomiug iY 1h predd A5 Firg iusolahin 15 Buh(e
~{ CONDITION AT THE TIME OF INSPECTION

Type of Damage: [ Deterioration [} Water [] Physical Location of Damage: 1 Localized [Distributed

Extent of Damage: @0% 01-10%1110-20% []>25% Overall Rating: [ Good [ Fair [} Poor

Damage Description: | ) M

High Medium Low

Contact Frequency: O O R
Vibration Influence: O O B
Air Erosion Potential: O O Wi
Overall Rating: (| ] =/

Comments:

Date Q({Oif}

{

Inspector Signature: "
_ AHERA Inspector Certificatign #:

\
i

W34dY Evp 943/



AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

5 4
- Building Name: GSA Warehouse 1 l Building Number: | WAO0824KF
Service Center: Northwest/Arctic Region
Property Manager: Rick Gordon ] Telephone: | 253-931-7720
Address: 2701 — C Street Southwest, Auburn, Washington
HSA #: 304A
Functional Area / Location: | Floor 1: Hallway, Entry to Men restroom - See HM drawings

Ul [J Surfacing [J TSI & Misc. & Friable [] Non Friable [ Not Accessible
Szngi;"tfo':fte"a' 8" VAT with ACM mastic on concrete
[TAssumed ACM B Laboratory Analysis ! ACM %: | Quantity: I 1,340 ! MsF O OEA

Date: | q j 10 I i3 | Change from Prior Inspection: l ] Yes ‘giNo I Sample Taken: [ Yes &No
Amount of Asbestos Material: s ‘ O0sF OLF ] EA | Friab!e@ Non Friable
Asbestos Materia(l Description: bec\m/\ q 0 \fﬁT ' '
N Ao Qe winy a6 mederi M wees defermived briedle d sling, Drahers L.
-
-1 CONDITION AT THE TIME OF INSPECTION
Type of Damage: [C] Deterioration [ ] Water [] Physical Location of Damage: [ Localized [[]Distributed
Extent of Damage: ﬂ 0% [11-10%[110-20% [J>25% Overall Rating: j?[Good [ Fair [] Poor
Damage Description: r /*/UV\/{

.POTENTIAL FOR DISTURBANCE

High Medium Low
Contact Frequency: “ﬂ\

O [
Vibration Influence: N il g
Air Erosion Potential: [ [ Ef.
Overall Rating: | | ﬁ

Comments:

Inspector Signature: }m,\{ﬁ @Qyuz{g} %V\ Date g AO / | =

. AHERA Inspector Certifica%)}n #: TECER 4 9/1% ) (>

s




AHERA ASBESTOS RE-INSPECTION

Physical Assessment Data

=
.{ Building Name: GSA Warehouse 1 | Building Number: | WA0824KF
Service Center: Northwest/Arctic Region
Property Manager: Rick Gordon | Telephone: ] 253-931-7720
Address: 2701 — C Street Southwest, Auburn, Washington
HSA #: 304B
Functional Area / Location: | Floor 1: Office areas, Entry to Women restroom- See HM drawings

L’g’;:,?:..“s"esms [ Surfacing [J TSI M Misc. M Friable [J Non Friable 1 Not Accessible
ABSROS el Non-ACM carpet over 9" VAT with ACM mastic on concrete
Description:
[JAssumed ACM [ Laboratory Analysis | ACM %: | Quantity: | 4,044 | MsF OLF [JEA

Date: | q [ w{ P ! Change from Prior Inspection: | O Yes 'ﬂ No | Sample Taken: O Yes [ANo
Amount of Asbestos Material: 4 VN | OsF COLF O EA [ Friable '&Non Friable
'
s §ooop Ly { s - !
Asbestos' Material Descrlptlorf. A 9 b VA A j& C 0 AL DETL Q' ] -
Dhpst 5 ] L AL L : AISD LD

{ 3
{3
-{ CONDITION AT THE TIME OF INSPECTION

Type of Damage: [T Deterioration [} Water [] Physical Location of Damage: [ Localized [IDistributed
Extent of Damage: M@% O1-10% ] 10-20% [ >25% Overall Rating: [} Good [ Fair [J Poor
Damage Description: I VAN

High Medium Low
Contact Frequency: | O ‘g.
Vibration Influence: O O vi§
Air Erosion Potential: 0 O 1%
Overall Rating: 0 O vl

Comments:

Inspector Signature: X} e ’Vig ; M //,L-\ Date g / % /] -

_____ _ AHERA lnspectorcmifica@ # i ]54 47 exp g /,3 fis
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.. AHERA Inspector Certification #:

AHERA ASBESTOS RE-INSPECTION

Physical Assessment Data

i

-( Building Name: GSA Warehouse 1 | Building Number: | WA0824KF
Service Center: Northwest/Arctic Region
Property Manager: Rick Gordon | Telephone: l 253-931-7720
Address: 2701 — C Street Southwest, Auburn, Washington
HSA #: 338
Functional Area / Location: | Floor 1: Throughout

:nya;:gr?afﬁsmsms [0 Surfacing [] TSI M Misc. [ Friable I Non Friable ] Not Accessible
Asbestos Material
Description: Gaskets
MAssumed ACM [J Laboratory Analysis ’ACM %: N/A | Quantity: [ 8 [ OsF OLF MEA

Date: | OH 10 l[} | Change from Prior Inspection: [ [ Yes ﬂNo I Sample Taken:

[ Yes &No

Amount of Asbestos Material: AAUAE

]DSFE]LFDEA

[ Friable 52 Non Friable

Asbestos Material Description: L ‘.%( bt

1

7
-1 CONDITION AT THE TIME OF INSPECTION

Type of Damage: [ Deterioration [] Water [] Physical Location of Damage: [1 Localized [Distributed
Extent of Damage: Tﬁﬂ% 01-10%[1]10-20% [] > 25% Overall Rating: [ Good [ Fair ] Poor
Damage Description: | SUTA

_POTENTIAL FOR DISTURBANCE

o
2

High  Medium
Contact Frequency:
Vibration Influence:

Air Erosion Potential:

86 BA |

0 I
= O

Overall Rating:

Comments:

e

Inspector Signature:

Date

9{(0{1}

WHAY]  exp. /3l



AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

A

{ Building Name: GSA Warehouse 1 | Building Number: | WA0824KF
Service Center: Northwest/Arctic Region
Property Manager: Rick Gordon | Telephone: | 253-931-7720
Address: 2701 — C Street Southwest, Auburn, Washington
HSA #: 367
Functional Area / Location: | Floor 1: Warehouse floor Bay 1-4

Lﬁ‘:ﬁ,}ﬁ.ﬁs*’e“’f"s O Surfacing [J TSI M Misc. [ Friable B Non Friable [ Not Accessible

Asbestos Material
Description:

Floor expansion seam caulking

i Quantity: | 1,480 | O sF MLF JEA

[JAssumed ACM [ Laboratory Analysis ] ACM %:

Date: |0i h 0 ‘ | O | Change from Prior Inspection: | [} YesrﬂNo | Sample Taken: [1 Yes E;No
Amount of Asbestos Material: xjw | OsFOLF O EA {1 Friable "ﬁ.uon Friable

Asbeatos Matedal Bencripion: | jiguadatile ¥ prendion. 4o\ wk i l(,u-ﬂ-l.

" [CONDITION AT THE TIME OF INSPECTION

Type of Damage: [] Deterioration [] Water [] Physical Location of Damage: [ Localized [Distributed
Extent of Damage: *1’3;1\0% [11-10%1110-20% []>25% Overall Rating: F-Good [ Fair [ Poor
Damage Description: | A M

High Medium Low

Contact Frequency: | O #

Vibration Influence: O O il

Air Erosion Potential: O =] ®.

Qverall Rating: 0 [Z] d

Comments:

Inspector Signature: )ﬂ,&,\ .A— V(\QQ/LW gég/ /é/\ Date q ! [ 10) ( {

<) AHERA Inspector Certification #; ) TEXCEh exp 4 i3>



AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

T

i

f Building Name: GSA Warehouse 1 | Building Number: | WAO0824KF
Service Center: Northwest/Arctic Region
Property Manager: Rick Gordon | Telephone: l 253-931-7720

Address:

2701 — C Street Southwest, Auburn, Washington

HSA #:

372

Functional Area / Location:

Floor 1: Warehouse Bay 1-4 on wood joist beam at ceiling level

L‘Q’Zﬁr?:.."s"esms (7 Surfacing [ TSI [] Misc. I Friable [] Non Friable ] Not Accessible
Asbestos Material s
Description: Patching
HAssumed ACM [] Laboratory Analysis | ACM %: N/A | Quantity: [ 200 | MIsF [JLF [JEA

Date:

|CH O I / a |Changefrom Prior Inspection:

I‘@es [ No

| Sample Taken:

[ Yes _[Zi_No

Amount of Asbestos Material:

Wk Sbmot vl

[DSF COLF O EA

[] Friable [] Non Friable

Asbestos Material Description:

n/[/ Jx

Y

Type of Damage:

L
- CONDITION AT THE TIME OF INSPECTION
El Deterioration [} Water [] Physical /'/

/’/j/ / Jay

Locatlon of Damage:

[ Localized []Distributed

Extent of Damage:

00% 01-10%[]10-20% Df>25%

Overall Rating:

[ Good [ Fair [] Poor

Damage Description:

7

_POTENTIAL FOR DISTURBANCE
High Medium Low
Contact Frequency: | B 1 J\/ . ; 5/&
N

Vibration Influence: | O .k%uﬁ P A m
Air Erosion Potential: d ] O
Overall Rating: O 1 O
Comments:

=

, /] /o

Inspector Signature: ' 4& i }J’d/& Date 9(" (0 f { 2

. AHERA Inspector Certification #

®

U

R ENCECTEEN

Q{L//?)/I?J*




AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

Yoed Building Name:

GSA Warehouse 1

| Building Number: | WA0B24KF

Service Center: Northwest/Arctic Region

Property Manager: Rick Gordon | Telephone: | 253-931-7720
Address: 2701 — C Street Southwest, Auburn, Washington

HSA #: 379

Functional Area / Location: | Throughout - See HM drawings

{nﬁ:r?:fsmms [ Surfacing M TSI [ Misc. M Friable ] Non Friable ] Not Accessible
Asbestos Material . sl
Description: TSI pipe fittings
[J Assumed ACM [ Laboratory Analysis l ACM %: | Quantity: l 260 ‘ OSF [JLF HEA

Date: l q ( 10 / i) ‘ Change from Prior Inspectuon | [ Yes mNo ‘ Sample Taken: [1 Yes MNO
Amount of Asbestos Material: % A E ! OsF [JLF [J EA ﬁ\Friable [] Non Friable
Asbestos Material Description: | 74 T~ pi p & Sulb "'LQL %

3

Type of Damage:

| CONDITION AT THE TIME OF INSPECTION

[ Deterioration [] Water "] Physical

Location of Damage:

[ Localized [Distributed

Extent of Damage:

'|X[o% 01-10%[110-20% [J>25%

Overall Rating:

]ﬁGood 3 Fair {7 Poor

Damage Description:

| AT

_POTENTIAL FOR DISTURBANCE

Contact Frequency:
Vibration Influence:
Air Erosion Potential:

Overall Rating:

Comments: J(wgtﬁ ALSD ol/;/);:;gz/i,% LA /’}i‘;@? 5::’7’}104»03? l})(ﬂ(({)vﬂlx ; hv"f' N‘Vé'

*Mo\)ﬁl/gmﬂ: \@D{Muﬂ. 4u—n% lnmlél‘ [CUpA,,

Inspector Signature:

()

Date

... AHERA Inspector Certiﬁcatno@ 4 {?)LH 7 = yp 9 / 13 / i

3ol 2




AHERA ASBESTOS RE-INSPECTION

Physical Assessment Data

y %
Gt Building Name: GSA Warehouse 1 \ Building Number: | WADB24KF
Service Center: Northwest/Arctic Region
Property Manager: Rick Gordon | Telephone: l 253-931-7720
Address: 2701 - C Street Southwest, Auburn, Washington
HSA #: 381

Functional Area / Location:

Floor 1. Throughout - See HM drawings

SIDEDL ARDe . [ Surfacing B TSI [J Misc. M Friable [] Non Friable [T Not Accessible
Material

Asbestos Material Ty .

Description: TSI pipe insulation on runs

] Assumed ACM M Laboratory Analysis | ACM %:

| Quantity:

|2,417 ||:|SF M LF O EA

Date: ’q h O[ 3 l Change from Prior Inspection: [ O Yes~l;[ No I Sample Taken: [1Yes mo

Amount of Asbestos Material: AP AAS o o 1 sF COLF [ EA (Q‘Friable [ Non Friable
< o ax ] = P o % e

Asbestos Material Description: 197 ?l 0 LMAUL AT oA

\

“_.{ CONDITION AT THE TIME OF INSPECTION

Type of Damage: [J Deterioration [] Water [] Physical L.ocation of Damage: [1 Localized []Distributed
Extent of Damage: \ﬂ.o% d1-10%[] 10-20% [] > 25% Overall Rating: “ﬂGood {1 Fair [J Poor
Damage Description: ! 24 )
POTENTIAL FOR DISTURBANCE
High Medium Low
Contact Frequency: | O EI
Vibration Influence: ] O M
Air Erosion Potential: O | 4N
Overall Rating: [ ] @
Comments:
Inspector Signature: )w\_,\ A dpw/ﬂb/b\ Date q /(0 [[ a°

_ AHERA Inspector Certification #:_)

()

YT ETEVE




Asbestos Re-inspection Survey Report July 3, 2013
Warehouse 1

GSA Building Number WA0824KF

2701 C Street Southwest

Auburn, Washington

APPENDIX C

AHERA BUILDING
INSPECTOR CERTIFICATION



Certificate of Completion

This is to certify that

Jon A. Havelock

has satisfactorily completed
4 hours of refresher training as an

Asbestos Building Inspector

to comply with the training requirements of
TSCA Title 1l / 40 CFR 763 (AHERA)

138688

Certificate Number
&

Q g - %;! M , oo Sep 12,2012
» /4
Instrucjor r@h@gj%‘) Date(s) of Training

EPA Provider Cert. Number: 1085 s e Exam Score: NA

Expiration Date: Sep 12, 2013

Argus Pacific, Inc. < 1900 W. Nickerson, Suite 315 « Seattle, Washington » 98119 « 206.285.3373 » fax 206.285.3927




